
DIMENSIONS & WEIGHTS

“Due to cont�nuous development of our products, we reserve the r�ght to mod�fy our product des�gn or construct�on w�thout pr�or not�ce.”

Single Output 100 80 230 293 220 180  16 - M16 4-M16 18/20

Dual Output 100 80 240 293 220 180  16 - M16 4-M16 21/23
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Agricultural Irrigation Hydrant Body

BAYLAN
WATER METERS

GENERAL

• With pressure regulator (Optional)
• Single and double water output options
• Pressure regulation (Optional)
• Low pressure loss
• Painting with interior/exterior thermoplastic powder paint
• High corrosion and UV resistance
• WRAS approved coating
• Safe against freezing
• Body GGG-40 (Ductile iron)
• Fasteners and internal parts are made of stainless material
• Compliance with TS EN 14267 standard
• Internal components suited to come into contact with drinking water
• Works without breaking down for years
• Service and spare parts available for 10 years
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Agricultural irrigation hydrants are used to deliver the necessary water to agricultural lands by connecting to irrigation networks. 
Irrigation hydrants placed at water outlet points ensure that all users use water under equal conditions at the desired pressure and flow 
rate in the irrigation system, regardless of field conditions.

It prevents water waste and energy consumption. In order to get maximum efficiency from irrigation hydrants, water cleanliness in the 
networks is of great importance. In addition, irrigation hydrants must be installed correctly and completely at water outlets.
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